
Mandatory inspections 

MI18-01  Active Vibration Control System (Note 3) (Note 4) 

MI25-01  Hoist Cable 

MI25-02  Rescue Hoist D-Lock Hook and Slide-Lock Hook 

MI25-03   Hoist Mount Fwd/Rear Fitting Assy 

MI25-04   Hoist GR, Fwd/Rear Fitting Assy 

MI25-05   Hoist Mount Assy 

MI25-06   Critical Joints (4 Bolts and 4 Spigots) 

MI25-07   Frame, Fwd RH Butstrap, Upr 

MI53-03  AFT crossbeam STA5525 and its attachment areas to stiffeners, frames and 

longerons; frame STA5470 (upper deck area); tilt longerons (upper deck area); 

stiffeners 

MI53-04  Frame STA5470 and its attachment area (cabin area); tilt longerons  

(cabin area/rear fuselage area); omega 

MI53-05  Engine rods and their attachments to the cabin (cabin area) 

MI53-06  Engine rods and their attachments to the cabin (upper deck area) 

MI62-01  Main rotor blade assy 

MI62-03  Main rotor elastomeric bearing (elastomeric part) 

MI62-08  Main rotor damper body assy 

MI62-09  Main rotor damper link assy 

MI62-10  Main rotor rotating scissor assy and scissor attachment flange assy 

MI64-04  Tail rotor damper 

MI64-05  Tail rotor damper link 

MI64-07  Tail rotor rotating scissor assy 

MI64-08  Tail rotor elastomeric spherical bearing 

Certification maintenance 
CM18-01  Active Vibration Control System 

CM25-01  Rescue hoist system 

CM25-02  Rescue hoist system 

CM25-03  Rescue hoist system 

CM25-06  Rescue hoist system 

CM28-01  Fuel 

CM46-01  System integration and display 

CM46-02  System integration and display 

CM71-01  Engine installation 

 



Maintenance tasks 
5-10 FH、25 FH、50 FH、100 FH、200 FH、200 FH/1 year、400 FH、400 FH/1 year、 

1200 FH/1 year、1600 FH/2 years、30 days、3 months、6 months、1 year、2 years 

 

25-09  General visual inspection of hoist oil level 

25-10  Functional check (dimensional check) and lubrication of the hoist cable 

25-11  Lubrication (greasing) of hoist ball spline shaft and level wind screw 

25-17  Servicing (oil replacement) of hoist assembly 

25-15  Operational check of hoist limit switch assembly and cable anti-foul assembly 

25-16  General visual inspection of hoist cable 

 

Corrosion control program 
Severe区分 ４Y以外のすべての項目 

 
ENGINE Maintenance tasks 
00-00-00-860-802 Automatic Low Cycle Fatigue (LCF) Counting 

70-00-00-200-801 Do a visual inspection of the engine oil system components and tubes. 

70-00-00-200-801 Do a visual inspection of the fuel system components and tubes. 

71-00-00-760-801 Do a power assurance check of the performance trending purposes. 

71-00-00-160-804 Compressor desalination wash 

71-00-00-160-804 Turbine desalination wash 

71-00-00-160-801 External wash 

72-00-00-620-801 Engine Preservation  

72-00-00-640-803 Do a visual check of the engine oil quantity. 

72-00-00-220-801 General Visual Inspection (GVI) of the Turbine Exhaust Frame and Turbine 

 Exhaust Cone 

72-00-00-650-802 For Pre-SB57164 engines, do an OilAT analysis perSB-57150→POSTMOD 非

該当 

73-20-02-210-801 Inspect the main engine harness and connectors for damage and if loosely  

Secured 

74-20-01-210-801 Do a visual inspection of the ignition cables. 

77-20-01-210-801 Do a visual inspection of the T6-thermocouple probes and wiring harnesses. 

77-20-01-750-003 Do a functional check (heat response check) of the T6-thermocouples. 

79-20-06-210-802 Do a visual inspection of the air- cooled oil cooler. 

79-30-01-210-801 Inspect the chip detector for damage. 

79-30-01-770-801 Do an operational check of the chip detector.  



79-20-06-210-802 Do a visual inspection of the Air Cooled Oil Cooler. 

 

任意装備品 

消防防災プロビジョンの点検（1Y） 

ヘリコプターテレビ電送システムの点検（1Ｙ） 

携帯消火器の移設の点検（1Ｙ） 

消防用無線装置の点検（1Ｙ） 

動態管理装置の点検（1Ｙ） 

機外拡声装置の点検（1Ｙ） 

EMS 装置の点検（1Ｙ） 

ホイスト監視カメラ装置の点検（1Ｙ） 

ＡＵＸ電源装置の点検（1Ｙ） 

 

以上 


